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Abstract 

Under the concept of "Industry 4.0", production processes will be pushed to be increasingly interconnected, 
information based on a real time basis and, necessarily, much more efficient. In this context, capacity optimization 
goes beyond the traditional aim of capacity maximization, contributing also for organization’s profitability and value. 
Indeed, lean management and continuous improvement approaches suggest capacity optimization instead of 
maximization. The study of capacity optimization and costing models is an important research topic that deserves 
contributions from both the practical and theoretical perspectives. This paper presents and discusses a mathematical 
model for capacity management based on different costing models (ABC and TDABC). A generic model has been 
developed and it was used to analyze idle capacity and to design strategies towards the maximization of organization’s 
value. The trade-off capacity maximization vs operational efficiency is highlighted and it is shown that capacity 
optimization might hide operational inefficiency.  
© 2017 The Authors. Published by Elsevier B.V. 
Peer-review under responsibility of the scientific committee of the Manufacturing Engineering Society International Conference 
2017. 
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1. Introduction 

The cost of idle capacity is a fundamental information for companies and their management of extreme importance 
in modern production systems. In general, it is defined as unused capacity or production potential and can be measured 
in several ways: tons of production, available hours of manufacturing, etc. The management of the idle capacity 
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Abstract

The study was aimed to clarify the shear strength and the normal strength properties of the lap joint. The welds were characterized 
with respect to hardness, tensile and fatigue properties. The test materials of this study were low strength carbon steel (LSS) and 
ultra high strength wear resistant steel (UHSS). The shear strength, perpendicular strength and fatigue resistance of the lap joint 
laser weld was determined by tensile and fatigue tests. The shear strength of the LSS weld was higher than the strength of the base 
material. The shear strength of UHSS weld was higher than the LSS weld. However, compared to strength of the base material of 
the UHSS the weld was weaker even though the weld was harder than the base material. The normal strength of the UHSS and 
LSS welds was over two times higher than the shear strength of the same welds.
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1. Introduction

The high strength steels are being used to improve the performance and reduce the weight of structures [1]. Laser 
welding is commonly used, and the characteristics of lap joint have been investigated in the literature. However, the 
normal direction strength properties of the laser weld have not been investigated. The laser weld lap joint is commonly 
used in the sandwich panels and the other lightweight structures. Laser welding has many advantages compared to the 
conventional welding methods. Advantages of laser welding are relatively low distortion of the weld, low heat input 
per unit volume, narrow heat affected zone, high welding speed and high penetration of the weld [2][3][4]. 

The welding of the thin steel structures can be challenging due to the distortions of the high heat input. Therefore,
the laser welding is the recommended due to low heat input. The direction of the stress of the lap joint weld is variable 
from shear stress to normal stress [5]. 
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The tensile test specimen of the UHSS butt weld fractures usually in the softened area of the heat affected zone 
(HAZ) where the martensite is tempered [6][3]. The tensile test specimen of LSS butt weld fracture initiated always 
in the base material due to harder weld area. In the laser welded lap weld the highest stress concentration is in the 
fusion zone of the weld which is usually stronger than the base material due the higher hardness and changed 
microstructure.  There are also residual stresses in the lap weld which affects to the local stress states of the weld area 
[7]

According to Kocak et. al. the ultimate strength of the C-Mn-steel base material was 550 MPa, in the weld HAZ 
was 750-850 MPa and in the weld metal was 1150 MPa-1250 MPa [8].  According to Ha et. al. the shear strength of 
SPRC 340 lap weld was approximately same as the normal strength, but the welding energy was significantly higher 
than in this study and the weld joint was one sided weld so that the stress of the weld was not pure shear stress [5].

Laser welded structures are often subjected to cyclic loading conditions. The geometry of the lap joint is problematic 
because natural crack or notch tips are present at the edges of the weld bead. Fatigue cracks are usually initiated from 
the natural crack or notch tips of lap joints. The mechanical properties mismatch between the weld and base material 
can significantly reduce the fatigue life. The problem occurs especially when using high strength steels (UHSS) 
[9][10].

2. Experimental methods

2.1. Test Materials

The first test material was formable low carbon structural steel (LSS) and the second test material was ultra high 
strength abrasion resistant steel (UHSS). Steel sheets with a thickness of 2.0 mm were used in this investigation. The 
mechanical properties of the steels are given in table 1. The compositions of the test steels are given in table 2.

Table 1. The measured mechanical properties of the test materials.
Thickness (mm) Yield strength (MPa) Ultimate strength (MPa) A50 (%) Hardness (HV 0,2kg)

LSS 2.00 161 296 41 120

UHSS 2.00 1212 1347 6 430

Table 2. The weight % composition of the test materials.

C Si Mn P S Cr Ni Mo B CEV

LSS 0.12 0.60 0.045 0.045 0.22

UHSS 0.23 0.80 1.70 0.025 0.015 1.50 1.00 0.50 0.01 0.46

2.2. Welding parameters

The laser welds were made by using 4 kW diode pumped disk laser. The properties of the laser equipment and 
welding parameters are given in Table 3. The welds were welded without shielding gas. The laser welding parameter 
was selected with very low energy input on purpose to minimize area of the heat affected zone. In addition, the weld 
depth was limited to 3 mm in order to produce the symmetric tension bar (Fig. 1).

         Table 3. Laser welding parameters
Power
(kW)

Speed
(m/min)

Focal point level
(mm)

Focal length (mm) Focal point diameter
(mm)

Beam quality
(mm×mrad)

Energy input
(J/mm)

3.0 4.5 -1.0 300 0.3 8 40

http://crossmark.crossref.org/dialog/?doi=10.1016/j.promfg.2019.08.029&domain=pdf


 Markku Keskitalo  et al. / Procedia Manufacturing 36 (2019) 224–231 225

Available online at www.sciencedirect.com

ScienceDirect
Procedia Manufacturing 00 (2019) 000–000

www.elsevier.com/locate/procedia

2351-9789 © 2019 The Author(s). Published by Elsevier B.V.
Peer-review under responsibility of the scientific committee of the 17th Nordic Laser Material Processing Conference.

17th Nordic Laser Material Processing Conference (NOLAMP17), 27 – 29 August 2019

The normal and shear strength properties of laser lap weld

Markku Keskitaloa,*, Mikko Hietalaa, Kari Mäntyjärvia

a University of Oulu, Kerttu Saalasti institute, Pajatie 5, 85500 Nivala

Abstract

The study was aimed to clarify the shear strength and the normal strength properties of the lap joint. The welds were characterized 
with respect to hardness, tensile and fatigue properties. The test materials of this study were low strength carbon steel (LSS) and 
ultra high strength wear resistant steel (UHSS). The shear strength, perpendicular strength and fatigue resistance of the lap joint 
laser weld was determined by tensile and fatigue tests. The shear strength of the LSS weld was higher than the strength of the base 
material. The shear strength of UHSS weld was higher than the LSS weld. However, compared to strength of the base material of 
the UHSS the weld was weaker even though the weld was harder than the base material. The normal strength of the UHSS and 
LSS welds was over two times higher than the shear strength of the same welds.

© 2019 The Author(s). Published by Elsevier B.V.
Peer-review under responsibility of the scientific committee of the 17th Nordic Laser Material Processing Conference.

Keywords: Laser weld; Shear strength; Normal strength

1. Introduction

The high strength steels are being used to improve the performance and reduce the weight of structures [1]. Laser 
welding is commonly used, and the characteristics of lap joint have been investigated in the literature. However, the 
normal direction strength properties of the laser weld have not been investigated. The laser weld lap joint is commonly 
used in the sandwich panels and the other lightweight structures. Laser welding has many advantages compared to the 
conventional welding methods. Advantages of laser welding are relatively low distortion of the weld, low heat input 
per unit volume, narrow heat affected zone, high welding speed and high penetration of the weld [2][3][4]. 

The welding of the thin steel structures can be challenging due to the distortions of the high heat input. Therefore,
the laser welding is the recommended due to low heat input. The direction of the stress of the lap joint weld is variable 
from shear stress to normal stress [5]. 

* Corresponding author. Tel.:+358407750337.
E-mail address: markku.keskitalo@oulu.fi

Available online at www.sciencedirect.com

ScienceDirect
Procedia Manufacturing 00 (2019) 000–000

www.elsevier.com/locate/procedia

2351-9789 © 2019 The Author(s). Published by Elsevier B.V.
Peer-review under responsibility of the scientific committee of the 17th Nordic Laser Material Processing Conference.

17th Nordic Laser Material Processing Conference (NOLAMP17), 27 – 29 August 2019

The normal and shear strength properties of laser lap weld

Markku Keskitaloa,*, Mikko Hietalaa, Kari Mäntyjärvia

a University of Oulu, Kerttu Saalasti institute, Pajatie 5, 85500 Nivala

Abstract

The study was aimed to clarify the shear strength and the normal strength properties of the lap joint. The welds were characterized 
with respect to hardness, tensile and fatigue properties. The test materials of this study were low strength carbon steel (LSS) and 
ultra high strength wear resistant steel (UHSS). The shear strength, perpendicular strength and fatigue resistance of the lap joint 
laser weld was determined by tensile and fatigue tests. The shear strength of the LSS weld was higher than the strength of the base 
material. The shear strength of UHSS weld was higher than the LSS weld. However, compared to strength of the base material of 
the UHSS the weld was weaker even though the weld was harder than the base material. The normal strength of the UHSS and 
LSS welds was over two times higher than the shear strength of the same welds.

© 2019 The Author(s). Published by Elsevier B.V.
Peer-review under responsibility of the scientific committee of the 17th Nordic Laser Material Processing Conference.

Keywords: Laser weld; Shear strength; Normal strength

1. Introduction

The high strength steels are being used to improve the performance and reduce the weight of structures [1]. Laser 
welding is commonly used, and the characteristics of lap joint have been investigated in the literature. However, the 
normal direction strength properties of the laser weld have not been investigated. The laser weld lap joint is commonly 
used in the sandwich panels and the other lightweight structures. Laser welding has many advantages compared to the 
conventional welding methods. Advantages of laser welding are relatively low distortion of the weld, low heat input 
per unit volume, narrow heat affected zone, high welding speed and high penetration of the weld [2][3][4]. 

The welding of the thin steel structures can be challenging due to the distortions of the high heat input. Therefore,
the laser welding is the recommended due to low heat input. The direction of the stress of the lap joint weld is variable 
from shear stress to normal stress [5]. 

* Corresponding author. Tel.:+358407750337.
E-mail address: markku.keskitalo@oulu.fi

2 Author name / Procedia Manufacturing 00 (2019) 000–000

The tensile test specimen of the UHSS butt weld fractures usually in the softened area of the heat affected zone 
(HAZ) where the martensite is tempered [6][3]. The tensile test specimen of LSS butt weld fracture initiated always 
in the base material due to harder weld area. In the laser welded lap weld the highest stress concentration is in the 
fusion zone of the weld which is usually stronger than the base material due the higher hardness and changed 
microstructure.  There are also residual stresses in the lap weld which affects to the local stress states of the weld area 
[7]

According to Kocak et. al. the ultimate strength of the C-Mn-steel base material was 550 MPa, in the weld HAZ 
was 750-850 MPa and in the weld metal was 1150 MPa-1250 MPa [8].  According to Ha et. al. the shear strength of 
SPRC 340 lap weld was approximately same as the normal strength, but the welding energy was significantly higher 
than in this study and the weld joint was one sided weld so that the stress of the weld was not pure shear stress [5].

Laser welded structures are often subjected to cyclic loading conditions. The geometry of the lap joint is problematic 
because natural crack or notch tips are present at the edges of the weld bead. Fatigue cracks are usually initiated from 
the natural crack or notch tips of lap joints. The mechanical properties mismatch between the weld and base material 
can significantly reduce the fatigue life. The problem occurs especially when using high strength steels (UHSS) 
[9][10].

2. Experimental methods

2.1. Test Materials

The first test material was formable low carbon structural steel (LSS) and the second test material was ultra high 
strength abrasion resistant steel (UHSS). Steel sheets with a thickness of 2.0 mm were used in this investigation. The 
mechanical properties of the steels are given in table 1. The compositions of the test steels are given in table 2.

Table 1. The measured mechanical properties of the test materials.
Thickness (mm) Yield strength (MPa) Ultimate strength (MPa) A50 (%) Hardness (HV 0,2kg)

LSS 2.00 161 296 41 120

UHSS 2.00 1212 1347 6 430

Table 2. The weight % composition of the test materials.

C Si Mn P S Cr Ni Mo B CEV

LSS 0.12 0.60 0.045 0.045 0.22

UHSS 0.23 0.80 1.70 0.025 0.015 1.50 1.00 0.50 0.01 0.46

2.2. Welding parameters

The laser welds were made by using 4 kW diode pumped disk laser. The properties of the laser equipment and 
welding parameters are given in Table 3. The welds were welded without shielding gas. The laser welding parameter 
was selected with very low energy input on purpose to minimize area of the heat affected zone. In addition, the weld 
depth was limited to 3 mm in order to produce the symmetric tension bar (Fig. 1).

         Table 3. Laser welding parameters
Power
(kW)

Speed
(m/min)

Focal point level
(mm)

Focal length (mm) Focal point diameter
(mm)

Beam quality
(mm×mrad)

Energy input
(J/mm)

3.0 4.5 -1.0 300 0.3 8 40



226 Markku Keskitalo  et al. / Procedia Manufacturing 36 (2019) 224–231
Author name / Procedia Manufacturing 00 (2019) 000–000 3

2.3. Test parameters

The hardness profiles of the welds were tested by using 0.2 kg Vickers test method. The hardness of the welds was
measured by using 0.1 mm interval over the weld zone from 0.5 mm the surface of the joint.

The width of the lap joint welds was measured from the grinded, polished and etched perpendicular cross sections 
of the welds by using microscope measurement. The width of the weld was measured according to mean value of the 
15 measurement. The test stresses of the welds were calculated by using the width of the weld and measured length of 
the weld. For the LSS and the UHSS the width of the welds were 0.44 mm and 0.48 mm respectively. 

The tensile test specimen of the shear direction of the weld was made by welding two lap welds both side of the 
plate according to Fig. 1. The penetration depth of each weld is approximately 3 mm.

Fig. 1. The shear tension test bar

The normal tensile test specimen was made in following order: First the 2,0 mm thick test sheet was welded to the 
test frame. Then the second test sheet was welded to another test frame (Fig. 2a). The test sheets were joined by 
welding the test weld through a hole of the test base as shown in Fig. 2b. Finally, the clamping plates were welded on 
the test frame using Manual Metal Arc Welding (MMAW) (Fig. 2c). The perpendicular tensile test bar was drawn by 
using test procedure (Fig. 2d). 

4 Author name / Procedia Manufacturing 00 (2019) 000–000

Fig. 2. The test procedure of the normal tensile test a) Mounted test plate b) Test weld c) MMAW welds between test frame and clamping 
plates d) Complete test bar

The tensile tests were made by using Instron 8802 servo-hydraulic test equipment with Blue hill test program. The 
1 mm/min test speed was used in all tests.

The fatigue tests were made by using Force-controlled fatigue tests (LCF Standard ASTM E606-04) were carried 
out with an Instron 8802 servo-hydraulic test equipment with Wave matrix test program. The test loading frequency 
was 5 Hz at higher load amplitudes and 10 Hz at lower load amplitudes. The stress ratio (R) was 0 in all tests.

3. Results

3.1. Hardness profiles

     The hardness profiles were measured over the weld area using 0.1 mm interval. The hardness profiles of the LHS 
and UHSS are seen in the Fig. 3. 

The 0.48 mm wide area of the UHSS weld on the middle of the hardness profile is the fusion zone. The hardest 
area of the weld, where the highest hardness is 488 HV, is in the HAZ nearby the fusion zone. There the temperature 
has risen over the austenite boundary (870 ૦C) and decreased immediately under 500 ०C causing the hard martensitic 
microstructure formation. The 0.4 mm wide softest area of the weld is between above mentioned area and base material 
where the martensitic base material has tempered causing decreasing of the hardness down to 320 HV.

The 0.44 mm wide fusion zone of the LHS weld is the hardest area of the weld due to quenching of the material. 
Nearby the fusion zone the grain refinement of the HAZ causes the hardness increasing of the coarse-grained base 
material. The hardness decreases uniformly from the fusion zone to the base material.
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Fig. 3. Hardness profiles of the LSS and UHSS welds

3.2. Shear strength

The Shear strength of the LSS and UHSS lap weld is shown in Fig. 4a and b. In the Fig. 4a the yield strength of the 
weld is not in the 400 MPa instead it depends on base material forming. 

The Shear strength results of the LSS and UHSS lap weld is shown in Fig. 4a and b. The LSS yield strength is 161 
MPa and the test specimen yielded before the weld fractured. The stress of the weld is 400 MPa when the test specimen 
yields Fig. 4a. The UHSS weld shear stress was 830 MPa and the tension stress was 390 MPa.

Fig. 4. a) Shear strength of the LSS weld b) Shear strength of the UHSS weld

3.3. Normal strength

The average normal strength of the LSS and UHSS lap weld is shown in Fig. 5. The LSS test specimen yielded at 
700 MPa before the weld was fractured. Finally, the LSS weld fractured at 1260 MPa. The UHSS weld normal strength 
was 1893 MPa. 

a
)

b
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Fig. 5. Normal strength of the LSS and UHSS welds

3.4. Fatigue strength

The shear fatigue strength and normal fatigue strength of the LSS and UHSS weld is shown in Fig. 6. The LSS 
weld normal fatigue strength was better than the UHSS weld when the stress amplitude was higher than 200 MPa. The 
shear fatigue strength of the UHSS weld was significantly better than the LSS. However, with small stress amplitudes 
the difference between the test materials reduced.

Fig. 6. a) Shear Fatigue strength of the LSS and UHSS b) normal fatigue strength of LSS and UHSS

a b
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3.5. Cross-sections of the welds

The grinded, polished and etched cross sections of broken normal tension test samples are shown in Figs. 7 and 8. 

Fig. 7. The cross section of the UHSS test sample in normal direction

Fig. 8. The cross section of the LSS test sample in normal direction

4. Discussion

The hardness profiles of the LSS and UHSS welds were different due to different state and composition of the 
steels. The UHSS is quenched and has a high carbon (CEV 0.46) martensitic microstructure. The LSS is annealed and 
has a low carbon (CEV 0.22) coarse grained structure as seen in Fig. 8. The LSS weld was harder than the base material 
due to quenching of the material in the rapid temperature drop of the low energy welding and also more fine-grained 
weld metal structure (Fig. 7). The hardness profile of the UHSS had 0.3 mm wide soft areas from 0.5 mm distance of 
the center of the weld due to tempering of the martensitic structure of the base material. The softer areas of the weld 
are shown in Fig. 7 as a darker area in the HAZ. The hardest area of the HAZ near the fusion zone of the UHSS weld 
was re-quenched lath martensite which seems like the base material (Fig. 7.) [11]. The microstructure of fusion zone 
is slightly softer solidified and quenched martensite.

According to Fig. 4a the shear strength of the LSS weld was 550 MPa. The shear strength of the LSS weld was 
significantly increased compared to strength of the base material. Testing of the LSS laser weld was difficult because 
the base material yielded before the weld fractured/sheared (Fig 4 a). The shear strength of the UHSS weld was 850 
MPa which is higher than the LSS weld but lower compared to strength of the base material. According to Ha et. al. 
the shear strength of SPRC 340 lap weld was approximately same as the normal strength even though the welding 
energy was significantly higher than in this study [5].

According to Fig. 5. the normal strength of the LSS and UHSS welds was over two times higher than the shear 
strength.  In the normal strength curve the yield strength of the LSS seems to be 700 MPa but it comes from the 
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influence of the bending of the low strength base material between the test welds and the fixing welds as shown in Fig.
8.  According to Fig. 7 and 8. there were not lamellar tearing in the welded plates due to quite deep penetration of the 
plug type weld and low Sulphur and phosphorus content of the base material.  In the case of this study the bottom 
material of the lap weld was very fine-grained sheet metal.  It should be taken into account that the result can be 
different when using thicker and coarser grained UHSS steels as bottom plate.

The normal fatigue strength of the UHSS was two times better at 300 MPa of the weld stress amplitude than the 
shear fatigue strength. The normal fatigue strength of the LSS was almost as high at 300 MPa of the weld stress 
amplitude than the shear stress at 150 MPa weld stress amplitude. The normal fatigue strength of the LSS was better 
than the UHSS fatigue strength.

According to Fig. 8 the grain size of the LSS laser weld is significantly finer than the base material. The grain size 
of the UHSS laser weld is coarser than the base material. The finer grain structure of the LSS weld area hardens the 
weld joint which is seen in the hardness results (Fig. 3) and also in the static and dynamic strength results.  

The test speed was relatively slow in the tensile tests. Therefore, impact strength of the welds should be tested 
especially in the UHSS welds.  

5. Conclusions

The shear and normal strength of the LSS laser weld was higher than the base material. The shear strength of the 
UHSS weld was slightly lower than the base material. The normal strength of the weld was over twice as high as the 
shear strength. The fatigue strength of both test materials was higher in normal direction than in shear direction at low 
cycle and high stress amplitude area. The normal fatigue strength of the LSS was significantly better than the UHSS 
fatigue strength at 300 MPa stress amplitude.
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3.5. Cross-sections of the welds

The grinded, polished and etched cross sections of broken normal tension test samples are shown in Figs. 7 and 8. 

Fig. 7. The cross section of the UHSS test sample in normal direction

Fig. 8. The cross section of the LSS test sample in normal direction

4. Discussion

The hardness profiles of the LSS and UHSS welds were different due to different state and composition of the 
steels. The UHSS is quenched and has a high carbon (CEV 0.46) martensitic microstructure. The LSS is annealed and 
has a low carbon (CEV 0.22) coarse grained structure as seen in Fig. 8. The LSS weld was harder than the base material 
due to quenching of the material in the rapid temperature drop of the low energy welding and also more fine-grained 
weld metal structure (Fig. 7). The hardness profile of the UHSS had 0.3 mm wide soft areas from 0.5 mm distance of 
the center of the weld due to tempering of the martensitic structure of the base material. The softer areas of the weld 
are shown in Fig. 7 as a darker area in the HAZ. The hardest area of the HAZ near the fusion zone of the UHSS weld 
was re-quenched lath martensite which seems like the base material (Fig. 7.) [11]. The microstructure of fusion zone 
is slightly softer solidified and quenched martensite.

According to Fig. 4a the shear strength of the LSS weld was 550 MPa. The shear strength of the LSS weld was 
significantly increased compared to strength of the base material. Testing of the LSS laser weld was difficult because 
the base material yielded before the weld fractured/sheared (Fig 4 a). The shear strength of the UHSS weld was 850 
MPa which is higher than the LSS weld but lower compared to strength of the base material. According to Ha et. al. 
the shear strength of SPRC 340 lap weld was approximately same as the normal strength even though the welding 
energy was significantly higher than in this study [5].

According to Fig. 5. the normal strength of the LSS and UHSS welds was over two times higher than the shear 
strength.  In the normal strength curve the yield strength of the LSS seems to be 700 MPa but it comes from the 
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influence of the bending of the low strength base material between the test welds and the fixing welds as shown in Fig.
8.  According to Fig. 7 and 8. there were not lamellar tearing in the welded plates due to quite deep penetration of the 
plug type weld and low Sulphur and phosphorus content of the base material.  In the case of this study the bottom 
material of the lap weld was very fine-grained sheet metal.  It should be taken into account that the result can be 
different when using thicker and coarser grained UHSS steels as bottom plate.

The normal fatigue strength of the UHSS was two times better at 300 MPa of the weld stress amplitude than the 
shear fatigue strength. The normal fatigue strength of the LSS was almost as high at 300 MPa of the weld stress 
amplitude than the shear stress at 150 MPa weld stress amplitude. The normal fatigue strength of the LSS was better 
than the UHSS fatigue strength.

According to Fig. 8 the grain size of the LSS laser weld is significantly finer than the base material. The grain size 
of the UHSS laser weld is coarser than the base material. The finer grain structure of the LSS weld area hardens the 
weld joint which is seen in the hardness results (Fig. 3) and also in the static and dynamic strength results.  

The test speed was relatively slow in the tensile tests. Therefore, impact strength of the welds should be tested 
especially in the UHSS welds.  

5. Conclusions

The shear and normal strength of the LSS laser weld was higher than the base material. The shear strength of the 
UHSS weld was slightly lower than the base material. The normal strength of the weld was over twice as high as the 
shear strength. The fatigue strength of both test materials was higher in normal direction than in shear direction at low 
cycle and high stress amplitude area. The normal fatigue strength of the LSS was significantly better than the UHSS 
fatigue strength at 300 MPa stress amplitude.

Acknowledgements

The authors would like to acknowledge the financial support received from the European Union (European regional 
development fund), City of Nivala, Nivala industrial park Ltd and NIHAK Nivala-Haapajarvi region registered 
association. The industrial companies Wärtsilä Finland Oyj, SSAB Europe Oyj, HT Laser Oy, Randax Oy, Konestar 
Oy, Filtra Group Oy and Miilux Oy have participated for this research work.

References

[1] Y-C. Kim, M. Hirohata, Y. Hageyama,  K. Inose, Distortion and residual stress generated by laser beam welding of high strength steel, 
Welding International 28:9 (2014) 693–699

[2] K. Asim, K. Sripichai, J. Pan, Fatigue behavior of laser welds in lap-shear specimens of high strength low alloy steel sheets, International 
Journal of Fatigue 61 (2014) 283–296

[3] D. Benasciutti, A. Lanzutti, G. Rupil, E. Fraenkel Haeberle, Microstructural and mechanical characterisation of laser-welded lap joints with 
linear and circular beads in thin low carbon steel sheets, Materials and Design 62 (2014) 205–216

[4] R. S. Sharma, P. Molian, Weldability of advanced high strength steels using an Yb:YAG disk laser, Journal of Materials Processing Technology 
211 (2011) 1888–1897

[5] Ha, J; Huh, H; Pack, K; Jang S, Effect of tensile speed on the failure load of laser welding under combined loading conditions, Key Engineering 
materials Vols 535-536, 2013, pp 489-492.

[6] M. Keskitalo, K. Mäntyjärvi, T. Kiuru, The low cycle Fatigue Strength of Laser welded Ultra High Strength Steel, Key engineering materials 
Vol 473 (2011) 281-289

[7] S.K. Choa, Y.S. Yanga, K.J.Sona, J.Y. Kimb, Fatigue strength in laser welding of the lap joint, Finite Elements in Analysis and 
Design, Volume 40, Issues 9–10, June 2004, Pages 1059-1070

[8]  M, Kocak G Cam, Y.J. Kim, J.F. Dos Santos, Mechanical and Fracture Properties of Laser Beam Welded Joints, Trends in Welding
     Research: Proceedings of the 5th International Conference; Pine Mountain, GA; United States; 1 June 1998 through 5 June 1998; Code 62380
[9] J. Lee, K. Asim, J. Pan, Modeling of failure mode of laser welds in lap-shear specimens of HSLA steel sheets, Engineering Fracture Mechanics 

78 (2011) 374–396
[10] M. Ono, M. Kabasawa, M. Omura, Static and fatigue strength of laser-welded lap joints in thin steel sheet, Welding International 11:6 (1997) 

462–467
[11] V. Lindroos, M. Sulonen, M. Veistinen, Miekkoja Uudistettu Miekk-ojan metallioppi., Teknillisten tieteiden akatemia, 1986


