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Tiivistelmä

Tässä työssä esitellään yleisimmät polttomoottorityypit ottomoottori ja dieselmoottori biokaasun käytön näkökulmasta. Lisäksi selvitetään biokaasun tuotantoa, ominaisuuksia ja puhdistamista aina biometaaniksi asti. Biokaasu on tärkeä fossiilisten polttoaineiden korvaaja. Biokaasua voidaan tuottaa mädättämällä jätteistä ja hyödyntämättömistä sivutuotteista.


Ottomoottorissa biokaasua voidaan käyttää sellaisenaan. Dieselmoottorissa, jossa palamisprosessi käynnistetään puristussytytysperiaatteella ilman sytytysavusteista sähkökipinää. Biokaasukäytössä palamisprosessi käynnistetään ruiskuttamalla puristetun biokaasun sekaan pieni määrä dieselöljyä. 
This thesis discusses about most common types of internal combustion engines. Two common types are Otto engine and diesel engine. Other topics are production, properties and cleaning of biogas. Biogas can be upgraded to biomethane. Biogas is important in replacing fossil fuels and biogas can be produced from wastes and unutilized side flows by anaerobic digestion.


Otto engine can use biogas with no problems. Diesel engine ignites fuel by compression. Gaseous fuel has to ignite by injecting small amount of diesel into cylinder. 
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