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Tiivistelmä

TIM561 on SICK:in valmistama 2D laserskanneri, jolla voidaan havaita anturin ympäristöä ja ympäristön alueella tapahtuvat muutokset ja liikkeet. Tässä kandidaatin työssä tehdään kirjallisuuskatsaus TIM561:sen toimintaan ja sen käyttöön. Ensiksi työssä perehdytään lasermittauksen ja 2D laserskannerien historiaan, sekä 2D laserskannerin yleiseen toimintaperiaatteeseen ja ominaisuuksiin. Sen jälkeen tutkielmassa tarkastellaan tarkemmin TIM561:sen teknisiä osia ja TIM561 toimintaa. Lisäksi työn lopussa perehdytään hieman myös laitteen kytkentään ja käyttöön SICK:in tarjoamalla ilmaisella SOPAS -ohjelmalla. 
TIM561 by company SICK, is manufactured 2D laserscanner which is used to detect environment of sensor and movement around it. This Bacherlor’s thesis is made by literature overview of TIM561’s working and usage. First, the work focuses on the history of laser measuring and features of 2D laser scanning. After that, the work views more carefully TIM561 components and how TIM561 works. At the end, the work views basics, how TIM561 is used with SICKs free software: SOPAS. 
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